Corning Joint Fire Department
Specification Sheet/Bid Form -1992 GMC

Fire Company Name —i{
Build Date: 6/1/1992 In-service Date: 07/1992
Unit Number:  [Tanker TA-4 Chassis Make: GMC
Chassis Model: | TopKick Body Make: US Tank
Chassis VIN:  [1GDP7H1J7NJ523612  |Body VIN: MJ1050
Engine Make: _|Caterpillar Engine Model: 3116 250HP
Engine SN: 2BK20087 Transmission: Allison
Trans Model:  [MT643 Trans SN: 2410452950

Fire Pump: Portable Honda : WB30X 5.5hp Pump SN: [N/A

" SOUTH CORNIN

TA-4

Engine Oil Weight |15W40 Oil Quantity 21 Filter LF9667

Cooling System |GREEN 50/50 System QTY 40 Filter N/A

Steering Qil PSF Qil Quantity 2 Filter N/A

Fuel Filters FF5207 Filter B FF5320 Filter C N/A

Air Filter AF4878 Air Filter Other AF364 (comp) 2yr

Front Axle Grease Oil Quantity N/A

Transmission Oil |SYN DEX 3 Oil Quantity 17 Filter ILF3789 j
Rear Diff. 80W90 Qil Quantity 20

Fire Pump 10W30/SAE30 4stroke |Oil Quantity 1 Filter ]N/A I
Tire Pressure Front| 120 Rear 120

Trans Service Due: [2023 Portable Pump Service Due: | Due 2022

Specifications are believed to be accurate but are not guaranteed.

Bidder Name: Signature:
Address: Date: / /

Bid Amount: $

Sealed bids can be mailed to the Corning Joint Fire District, 20 South Maple Street, Corning, NY 14830 or delivered to

David Shafer, Chairman-Board of Fire Commissioners by contacting him cifdchairman@gmail.com. Sealed bids may
also be submitted in person on Wednesday, September 7", 2022 between 5pm and 5:30pm at the meeting site at North
Corning Fire Department, 3344 Baker St EXT, Corning. CJFD reserves the right to reject any or all Bids.

Payment must be made by Certified Bank Check or direct wire transfer prior to release of vehicle.



